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T-Bolts
Installation and user manual

EN

T-Bolt, 2 x 25 mm 
M10 studs (TN1)

T-Bolt, 1 x 25 mm 
M10 stud (TN)

Stud

Washer

Nyloc nut

Plastic cap

T-Bolt, 1 x 40 mm 
M10 stud (TNL)



Towards the front

Installation

Care instructions

M1 installation

M2 installation

As above but T-Bolts with single stud (TN or TNL) 
can be used.

Regularly inspect the T-Bolts for damage, wear or 
malfunction. If any problems are identified replace 
the T-Bolts immediately.

Slide the T-Bolts into the end of the rail. The 
arrow marked F on the T-Bolt with 2 studs (TN1) 
must point towards the front of the vehicle.

1

Two pairs of T-Bolts are required for each seat.
Two T-Bolts with 2 studs must be placed at the 
rear and two T-Bolts with 1 stud at the front. 

2

Slide the T-Bolts along the rail to where the seat 
is to be positioned.

3

Remove the washer and nyloc nuts from 
each stud.

4

Place the seat on the T-Bolts and place a 
washer & nut on all studs and tighten. A screw 
tightening torque of 40 Nm is recommended.

5

To achieve maximum strength as an assembly 
the studs must protrude beyond the nylon of 
the nut by a minimum of 1.5 mm. 

6
> 1.5 mm

40 Nm
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